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Reliable urinalysis easily accessible and 
designed to meet your needs effortlessly

ANALYZERS1)

Urinalysis is one of the most frequently used diagnostic tests. This simple tool reveals overall patient’s health 
and detects a variety of other conditions, including diabetes or early kidney malfunctions. 

When fast and reliable diagnistics is required you may be confident to use CORMAY DIAGNOSTICS URI TEX 
products line. Non-invasive, cost-effective, and widely used method in medical diagnostics. 

Automated urinalysis analyzers. Offering less than 1 minute time to result. Up to 11 parameters read at once.

*For URI TEX 300

Features
• Semi-automated                             
• Up to 300 tests/hours*                           
• Memory capacity - 2000 test results
• Easy access to review test results                         
• Easy results printout
• Accessories - external barcode scanner and keyboard*
• Connection to laboratory information system (LIS)
• Simple calibration

Easy access to review test results                         

URI TEXURI TEXURI TEX

URI TEX 300

Confidence in further clinical decisions, enhanced by 
quality control with dedicated materials.

Reliable
Small and portable instruments. When  flexibility, efficiency, 

and accessibility are crucial URI TEX line instruments are 
great as solo instruments and perfect as a backup units.

Available

Results available within minute, reducing the waiting time for 
patients and streamlining the workflow. Thereby increasing 

overall efficiency in healthcare delivery.

Time 
Efficiency

Capable of analyzing various parameters at once, such 
as glucose, protein, pH, and specific gravity, providing 

comprehensive information from a single test.

Versatility & 
Functionality
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• High quality, reliable testing strips dedicated to visual and automated read
• 6-months in use stability
• Storage temperature: 2-30°C

TESTING STRIPS2)

Parameters: Bilirubin, Blood, Creatinine, Glucose, Ketons, Leukocytes, 
Microalbumin, Nitrite, pH, Protein (total), Specific Gravity, Urobilinogen
Cat. no. 6-054

• Ready to use control material, ensuring the high quality of performance
• Two levels of control                                       
• Human based, liquid form
• 2,5 years shelf at 2-8°C3)

• 30 day open-vial stability at 2-8°C
• Storage temperature: 2-8°C
• Operating temperature: 18-25°C               

CONTROL MATERIALS2)

TECHNICAL SPECIFICATION | ANALYZERS

URI TEX URI TEX 300
Catalogue no. X-160 X-161

Weight 430g 1300 g

Dimensions 74 (W) x 188 (L) x 77 (H) mm 275 (W) x 250 (L) x 170 (H) mm

Operating & Storage conditions Temp. 2-30°C, humidity 10-70% Temp. 2-30°C, humidity 10-70%

Display LCD LCD

Interface USB USB

Power DC 12V/3.33A or AAA battery 1.5V x 8pcs 12V DC/ 3.33A 

Measurment method Reflectance photometer Reflectance photometer

Wavelength 470, 530, 626 nm 470, 530, 626 nm

CORMAY URINE STRIPS 10
Cat. no. 6-050

glucose, bilirubin, urobilinogen, blood, ketones, 
leukocytes, nitrite, protein, pH, specific gravity

CORMAY URINE STRIPS 10 AC
Cat. no. 6-055

glucose, blood, ketones, leukocytes, nitrite, protein, 
pH, specific gravity, creatinine, microalbumin

CORMAY URINE STRIPS 11 
Cat. no. 6-051

glucose, bilirubin urobilinogen, blood, ketones, 
leukocytes, nitrite, protein, pH, specific gravity, 

ascorbic acid 

URI-TEX mALB&CREA URINE STRIPS
Cat. no. X-945 microalbumin, creatinine

Analyzers: Storage and transport conditions must not impair the performance of the analyzer, and it is recommended to maintain the specified conditions 
for the operation of the device. For transport, the analyzer must be protected against damage and special transport containers must be used. 

TRANSPORT & STORAGE CONDITIONS

References:

Data in the IFU.

Data in the User Manual.

Data in the IFU.

Testing strips, control materials: For proper storage, follow the recommended temperature range available on the label. Full details are provided in 
the Instructions for Use/User Manual. Transport and store at a controlled temperature in accordance with the product labeling. Deviations from the 
required conditions may affect the quality of the product.

1) Data in the User Manual for particular analyzers.
2) Data in the IFU for particular analyzers.
3) Data in the Technical Documentation.
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Just scan the QR code
for more marketing materials

Join to thousands of 
satisfied customers
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international@cormaydiagnostics.com
www.cormaydiagnostics.com

Correspondence address
303 Pulawska St.

02-785 Warszawa, Poland
tel.: +48 (22) 751 79 10

Company address
PZ Cormay S.A.
ul. Wiosenna 22

05-092 Łomianki, Poland

Contact our trusted distributors

Cormay Diagnostics Brands From Europe 
Answering your IVD Needs


