SOFTWARE UPDATE PROCEDURE
MYTHIC 60

Orphée

Prerequisites
e Prepare a FAT32 formatted USB drive

Mythic 60
1. Visit www.cormaydiagnostics.com and log in into your Distributor’s account.

Search Login/Register Contact Cormay Poland in

Products ~ Customer Support ~ About us ~

CORMAY
DIAGNOSTICS

2. Go to Customer Support — Service Support — Service Documents — Hematology — Mythic 60 — Software

Search Logout Contact Cormay Poland in

 CORMAY

DIAGNOSTICS Products ~ Customer Support ~ About us ~

Homepage / Customer Support / Documents

Documents

Get documents

MSDS IFU DoC Assay sheets User Manual Carryover Service Support Applications - import files

multicalibrator Application Guide

] Hematology ] Cclinical Chemistry ] immunochemistry ] urinalysis

] veterinary

] mytHIC 18 ] myTHIC 22 ] MYTHIC 22 AL ] myTHIC 3CRP

] MYTHIC 60 ] MmyTHIC 70

] service Manuals ] software =] Technical Notes


http://www.cormaydiagnostics.com/

3. Download M60 Software Version 1.0.5-003.zip

] MYTHIC 18 ] myTHIC 22 B MyTHIC 22 AL ] myTHIC 3crP

] MYTHIC 60 ] myTHIC 70
r ] Service Manuals r ] Technical Notes

Service Support > Hematology > MYTHIC 60 > Software

MY THIC 60
)_ DescMythic60 V-1.0.5-003 o Download )_ Simulator ¥y Download
'L MB0 Software Version 1.0.5-003 by Download )_ MythicPrintingTool vl Download
)__ MythicPrintingTool Installation Procedura by Download

4. Extract compressed M60 SW 1.0.5.zip and place two update files update-1.0.5-003.tar and update-1.0.5-
003.tar.md5 on a FAT32 formatted USB stick into the root folder:

This PC > USB Drive (E)

View ~

MName h Date modified Type

BB update-1.0.5-003.tar 20, 511:22 Compressed Archi...

B update-1.0.5-003 tar.md5 20, 1:22 MDS5 File

5. Connect USB stick to Mythic 60.
6. Login as supertech — input your initials as Operator ID and password GT9XB12 and go to SERVICE — SETTINGS
— SOFTWARE UPDATE

11:26
= 2 06/05/24

LAB PARAMETERS

DATE [ TIME

AUTOMATIC CYCLES

COMMUNICATION

USERS MANAGEMENT

SOFTWARE UPDATE

7. Confirm to update the software.
8. Update will start, instrument will restart automatically when it is done.



